
From: Beazly, Bruce
To: Marcus, Danny
Cc: Reed, Michael
Subject: FW: Permits for Meyer Steel Drum
Date: Tuesday, August 20, 2013 1:14:13 PM
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Danny,
Here are the construction permits you requested and a reminder that our emails are in format of
firstname.lastname@illinois.gov. The 91040073 copy is a scanned pdf from the file.
Regards,
Bruce Beazly
Environmental Protection Engineer III
IEPA Bureau of Air Permit Section
Telephone: 217/557-0830
Fax: 217/524/5023
Email: bruce.beazly@illinois.gov

From: Reed, Michael 
Sent: Tuesday, August 20, 2013 12:52 PM
To: Beazly, Bruce
Subject: FW: Permits for Meyer Steel Drum
Bruce,
Please forward these two construction permits to Danny.
Copy me also. Thanks.

Michael T. Reed, CAAPP Unit Manager
Illinois Environmental Protection Agency
BOA/DAPC/Permit Section
1021 N. Grand Ave East
Springfield, Illinois 62794
Michael.Reed@illinois.gov
Office: 217.782.4651 | Fax 217.524.5023

E-MAIL CONFIDENTIALITY NOTICE: This electronic mail message, including any attachments, is for the intended recipient(s) only. This e-mail and any
attachments might contain information that is confidential, legally privileged or otherwise protected or exempt from disclosure under applicable law. If you
are not a named recipient, or if you are named but believe that you received this e-mail in error, please notify the sender immediately by telephone or
return e-mail and promptly delete this e-mail and any attachments and copies thereof from your system. If you are not the intended recipient, please be
aware that any copying, distribution, dissemination, disclosure or other use of this e-mail and any attachments is unauthorized and prohibited. Your
receipt of this message is not intended to waive any applicable privilege or claim of confidentiality, and any prohibited or unauthorized disclosure is not
binding on the sender or the Illinois Environmental Protection Agency. Thank you for your cooperation.

From: Marcus, Danny [mailto:marcus.danny@epa.gov] 
Sent: Tuesday, August 20, 2013 12:38 PM
To: beazly.bruce@Illinois.gov
Cc: Reed, Michael
Subject: Permits for Meyer Steel Drum
Bruce,
Would you please send me construction permits 91040073 and the RTO permit for Meyer
please? I was not able to find them on the database.
Thanks.
Danny Marcus
Environmental Engineer
U.S. Environmental Protection Agency
Region 5 - Air and Radiation Division
Phone: (312) 353 - 8781
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217/782‑2113


CONSTRUCTION PERMIT


PERMITTEE

Meyer Steel Drum, Inc.


Attn:  Ms. Denise Jones


3201 South Millard Avenue


Chicago, Illinois  60623


Application No.: 06030011


I.D. No.: 031600APY


Applicant’s Designation: 


Date Received: March 6, 2006


Subject: Regenerative Thermal Oxidizer System


Date Issued: June 5, 2006


Location of Source: 3201 South Millard, Chicago, Cook County


Permit is hereby granted to the above‑designated Permittee to CONSTRUCT emission source(s) and/or air pollution control equipment consisting of one regenerative thermal oxidizer (RTO) system, including capture ductwork to control existing emission units (spray booths SPB-1 through 6, dip tank DC-1, curing ovens # 9, 9A, 11, 13 and 14, and pass through area) as described in the above‑referenced application.  This Permit is subject to standard conditions attached hereto and the following special condition(s):


1.
This permit authorizes the installation of a regenerative thermal oxidizer (RTO) system on existing operations at the plant, i.e., six coating booths, five curing ovens, one dip tank and pass through area for control of potential odors from the source. This permit is issued based on the source continuing to use compliant coating to comply with applicable emission standards for volatile organic material (VOM) in 35 IAC Part 218, Subpart F.


2.
The “affected units” for the purpose of these conditions are spray booths 1 through 6, dip tank DC-1; curing ovens # 9, 9A, 11, 13 and 14 and the pass through area.

3a.
The only fuel fired in the oxidizer shall be natural gas.


 b.
The maximum firing rate of the fuel burners in the oxidizer shall not exceed 3.5 mmBtu/hour.


4a.
Emissions of nitrogen oxides (NOx) and carbon monoxide (CO) from the oxidizer shall not exceed the following limits:


		

		Limits



		

		(Lb/Hour)

		(Tons/Year)



		

		

		



		Nitrogen Oxides (NOx)

		0.35

		1.53



		Carbon Monoxide (CO)

		0.30

		1.29





 b.
This permit is issued based on no increase in particulate matter emissions from the affected units.


5a.
At all times, including periods of startup, shutdown, and malfunction, the Permittee shall to the extent practicable operate the oxidizer system, including the capture ductwork, in a manner consistent with good air pollution control practices for minimizing emissions.  At minimum, these practices shall include the following:


i.
The oxidizer combustion chamber shall be preheated to at least the manufacturer’s recommended temperature prior to venting any coating operations to the oxidizer system.


ii.
During normal operation, the oxidizer combustion chamber temperature shall be maintained at a temperature to achieve highly effective destruction of VOM.  Following performance of the testing required by Condition 7, this temperature shall be at least the temperature measured during such testing, determined on a block hourly average.


iii.
The Permittee shall operate the oxidizer system in accordance with written procedures developed and maintained for the operation of the system.  Among other matters, these procedures shall specify the preheat and operating temperatures, as required above, and the set point temperature(s) for the oxidizer.  A copy of these procedures shall be kept in the control room for the oxidizer system.


 b.
The Permittee shall, in accordance with the manufacturer(s) and/or vendor(s) recommendations, inspect and perform periodic maintenance on the oxidizer, including the capture ductwork to keep the system in proper working condition.


6a.
The oxidizer unit shall be equipped with a continuous monitoring device for combustion chamber temperature.  This device shall be installed, calibrated, maintained, according to vendor's specifications, and operated at all times that the oxidizer is in use. This device shall display current temperature and keeps records of average data on an hourly basis.


 b.
The Permittee shall keep a log for the operation and maintenance of this device.


7a.
Within 150 days of initial startup of the oxidizer, the VOM and CO emissions and the destruction efficiency for VOM of the oxidizer shall be measured when operating at maximum flow rates and other conditions that are representative of maximum emissions.


 b.
The following methods and procedures shall be used for testing of emissions:


Location of Sample Points
USEPA Method 1


Gas Flow and Velocity
USEPA Method 2


Flue Gas Weight
USEPA Method 3


Moisture

USEPA Method 4


Carbon Monoxide
USEPA Method 10


Volatile Organic Material
USEPA Method 25A or Method 25 if outlet VOM concentration is 50 ppmv or more as carbon (non-methane)


 c.
At least 60 days prior to conducting testing, a written test plan shall be submitted to the Illinois EPA for review and comment.  This plan shall describe the specific procedures for testing, including as a minimum:


i.
The person(s) who will be performing sampling and analysis and their experience with similar tests.


ii.
The specific conditions under which testing will be performed, including a discussion of why these conditions will be representative of maximum emissions and the means by which the operating parameters for the emission unit and any control equipment will be determined.


iii.
The specific determinations of emissions and operation which are intended to be made, including sampling and monitoring locations.


iv.
The test method(s) which will be used, with the specific analysis method, if the method can be used with different analysis methods.


v.
Any minor changes in standard methodology proposed to accommodate the specific circumstances of testing, with justification.


 d.
The Illinois EPA shall be notified prior to these tests to enable the Illinois EPA to observe these tests.  Notification of the expected date of testing shall be submitted a minimum of thirty (30) days prior to the expected date of testing.  Confirmation of the actual date and expected time of testing shall be submitted a minimum of five (5) working days prior to the actual date of the test.  The Illinois EPA may accept notifications with shorter advance notice, however the Illinois EPA will not accept such notifications if it interferes with the ability of regulatory authorities to observe testing.


 e.
Copies of the Final Report(s) for these tests shall be submitted to the Illinois EPA within 30 days after the test results are compiled and finalized and no later than 60 days after the date of testing.  The Final Report shall include at a minimum:


i.
A summary of results,


ii.
General information,


iii.
Description of test method(s), including description of sampling points, sampling train, analysis equipment, and test schedule,


iv.
Detailed description of test conditions, including:


A.
Process information, including process rate, e.g., drums/hour, coating consumption, coating VOM content, and VOM emissions available for control calculated by material balance.


B.
Control equipment information, i.e., equipment condition, oxidizer combustion chamber temperature and operating parameters during testing.


v.
Data and calculations, including copies of all raw data sheets and records of laboratory analyses, sample calculations, and data on equipment calibration.


8a.
The Permittee shall keep a file that contains the master copy of the written procedures for operation of the oxidizer system required by Condition 5(a)(iii) and a copy of the manufacturer’s and vendor’s recommendations for operation and maintenance of the oxidizer system.


 b.
The Permittee shall maintain the following records each day;


i.
An operating log for the operation of the oxidizer system and affected units.


ii.
A record of operating time for the capture ductwork, oxidizer, monitoring device, and the affected units.


 c.
The Permittee shall keep a maintenance log for the capture system and oxidizer detailing all routine and non‑routine maintenance performed, including dates and duration of any outages.


 d.
The Permittee shall keep monthly records of the estimated reduction in VOM emissions achieved by the oxidizer system with supporting calculations, based on records kept pursuant to the CAAPP permit.


9.
All records required by this permit shall be maintained for five years at the source (or after the source is closed, at another site approved by the Illinois EPA) and shall be readily available to the Illinois EPA for inspection and copying upon request.


10a.
Upon startup of the oxidizer, the Permittee shall provide notification of start-up in no less than 10 days.


  b.
The Permittee shall notify the Illinois EPA if it elects to make changes to the enclosure on the affected units to improve capture, with description of the proposed changes.


11.
Copies of reports and notifications required by this permit shall be sent to the following:


a.
Illinois EPA Compliance Section (Two Copies):


Illinois Environmental Protection Agency


Division of Air Pollution Control


Compliance Section (#40)


P.O. Box 19276


Springfield, Illinois  62794-9276


b.
The Illinois EPA's Regional Field Office.


Illinois Environmental Protection Agency


Division of Air Pollution Control


9511 West Harrison


Des Plaines, Illinois  60016


12a.
The Permittee is allowed to operate the affected units with the oxidizer system under this permit for 180 days after initial startup.  Thereafter, the Permittee may continue to operate provided that testing is conducted in accordance with Condition 7 and for purposes of the Clean Air Act Permit Program (CAAPP), the Permittee has completed the applicable procedures specified in Section 39.5(12)(a) of the Environmental Protection Act.


  b.
These conditions supersede Standard Condition 6.


If you have any questions on this, please call Shashi Shah at 217/782‑2113.


Donald E. Sutton, P.E.


Manager, Permit Section


Division of Air Pollution Control


DES:SRS:psj


cc:
Region 1





















Fax: (312) 582-5146


